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Starrett/Exact Level Division 
Contractor and Consumer Ordering Information: 


The L. S. Starrett Company, Consumer Products Division 
121 Crescent Street, Athol, Massachusetts 01331 
Telephones: 508-249-5330, 508-249-5339 FAX: 508-249-8495 


The L. S. Starrett Company, Consumer Products Division 
P.O. Box 10528, Charleston, South Carolina 29411-0528 
Telephones: 1-800-772-3649, 803-797-2500 FAX: 803-797-1107 


The L. S. Starrett Company, Consumer Products Division 
5709 Rue Ferrier, Montreal, Quebec H4P 1N3 
Telephone: 514-731-3749 FAX: 514-731-8420 


Industrial Ordering Information: 


The L. S. Starrett Company 
121 Crescent Street, Athol, Massachusetts 01331 
Telephone: 508-249-3551 FAX: 508-249-8495 


Branch Locations: 


Atlanta 

The L. S. Starrett Company 

4520 Commerce Circle Southwest, Atlanta, Georgia 30336 
Telephone: 404-691-8046 FAX: 404-691-3776 

Chicago 

The L. S. Starrett Company 

764 Oaklawn Avenue, Elmhurst, Illinois 60126 

Telephone: 708-530-7490 FAX: 708-530-7987 


Cleveland 

The L. S. Starrett Company 

24500 Detroit Road, Cleveland, Ohio 44145 
Telephone: 216-835-0001 FAX: 216-892-9555 


Los Angeles 

The L. S. Starrett Company 

6920 Hermosa Circle, Buena Park, California 90620 
Telephone: 714-739-0323 FAX: 714-739-1290 


Toronto 

The L. S. Starrett Company of Canada, Ltd. 

1244 Kamato Road, Mississauga, Ontario L4W 1Y1 
Telephone: 416-624-2750 FAX: 416-624-0901 


Wood/I-Beam Frame Levels & 
Wood/Brass Bound Frame Levels 
Die Cast Frame Levels 

Heavy Duty Die Cast Levels 
Extruded Magnesium Frame Levels 
Extruded Aluminum Frame Levels 
Torpedo & Line Levels 
Miscellaneous Levels & Accessories Mf 
Squares & Rules & 

Masonry & Grouting Floats 

Carpenter's levels, mason’s levels and torpedo levels from 

9 inches to 10 feet. Line and surface levels. Water levels. Angle 
meters. Plumb bobs and more. Each backed with special 
application features . . . replaceable vials to door jamb 
rollers, mitre vials to V-grooves. Built to stand up to your 
job. From high tensile strength aluminum I-beam with 


mahogany to featherlight magnesium . .. when it has to 
be level, make sure it’s Starrett/Exact. 


FRAME CROSS SECTION 


Vi 


MASTER PROFESSIONAL" 
LEVELS (MP Series) 
Mahogany/aluminum I-beam 
frame, oversized vial tubes, oval 
vial sights, open grips. Selected 
mahogany, kiln dried and reinforced 
with a tough aluminum I-beam. This 
original level construction is imper- 
vious to heat, cold, moisture or 
warping. More resistant to abuse 
than any conventional level. Full- 
width aluminum edges provide 
greater protection against wear. 
Shock absorbing end caps protect 
working edges and preserve accu- 
racy. Tough, oversized Pyrex® vials 
with large bubbles and permanent 
ceramic fired lines for fast and 
dependable reading. Each vial is 
set in a specially formulated setting 
compound for permanent accuracy. 
Clear glass windows protect vials 
from dirt and damage. Vial windows 
held with rubber retaining rings. 
Each level is coated with a clear 
durable finish. 


Complete product listing; see page 8. 


FRAME CROSS SECTION 
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TOP READING MASTER 
PROFESSIONAL" LEVELS 
(MP Series) 
Mahogany/aluminum I-beam 
frame, oversized yellow “Cat’s 
Eye” vial tubes, oval vial sights, 
top reading Multi-Pitch™ level 
vial, open grips. Selected mahog- 
any, kiln dried and reinforced with a 
tough aluminum |-beam. This origi- 
nal level construction is impervious 
to heat, cold, moisture or warping. 
More resistant to abuse than any 
conventional level. Full-width alumi- 
num edges provide greater protec- 
tion against wear. Shock absorbing 
end caps protect working edges 
and preserve accuracy. Tough, 
oversized Pyrex® vials with large 
bubbles and permanent ceramic 
fired lines for fast and dependable 
reading. Each vial is set in a spe- 
cially formulated setting compound 
for permanent accuracy. Clear 
glass windows protect vials from 
dirt and damage. Vial windows held 
with rubber retaining rings. Top- 
reading Multi-Pitch™ acrylic vial 
shows pitch and slope in 1/s"/foot 
increments. Each level is coated 
with a clear durable finish. 


Complete product listing; see page 8. 


FRAME CROSS SECTION 


CONTRACTOR/PROFES- 
SIONAL” LEVELS (CP Series) 
Mahogany/aluminum I-beam 
frame, rectangular vial sights, 
360° vials, replaceable vial sys- 
tem, open grips. Selected mahog- 
any, kiln dried and reinforced with a 
tough aluminum I-beam. This origi- 
nal level construction is impervious 
to heat, cold, moisture or warping. 
More resistant to abuse than any 
conventional level. Full-width alumi- 
num edges provide greater protec- 
tion against wear. Shock-absorbing 
high impact plastic end caps protect 
working edges and preserve accu- 
racy. Fully reversible vials read 
through a full 360°. Large rectangu- 
lar vial sights for maximum visibility. 
Clear plastic windows protect vials 
from dirt and damage. Permanently 
mounted acrylic vials require no 
adjustment. Each level is coated 
with a clear durable finish. 


Complete product listing; see page 9. 


FRAME CROSS SECTION 


BRASS BOUND 
MAHOGANY LEVELS 
(Professional, BB Series) 
Full brass bound mahogany 
frame, oversized vial tubes, oval 
vial sights, open grips. Selected 
mahogany, kiln dried and perma- 
nently reinforced with double angle 
brass bindings. Brass edges pro- 
vide added stability and a rugged 
surface for increased accuracy. 
Shock absorbing end caps protect 
working edges and preserve accu- 
racy. Tough, oversized Pyrex® vials 
with large bubbles and permanent 
ceramic fired lines for fast and 
dependable reading. Each vial is 
set in a specially formulated setting 
compound for lasting accuracy. 
Clear glass windows protect vials 
from dirt and damage. Vial windows 
held with rubber retaining rings. 
Each level is coated with a clear 
durable finish. 


Starrett/Exact exclusive! Top 
reading feature available. Top 
reading Multi-Pitch™ acrylic vial 
shows pitch and slope in /"/foot 
increments. 


Complete product listing; see page 9. 


FRAME CROSS SECTION 


DIE CAST ALUMINUM 
LEVELS (Professional, 

EP Series) 

Heavy duty aluminum die cast 
frame, ruled edge, round vial 
sights, open grips. Extremely 
stable die cast construction. |-beam 
cross section with one piece con- 
struction incorporating end caps 
and heavy vial bosses. Working 
edges precision ground for accu- 
racy. Edge ruled (*/s"/mm). Tough, 
soda-lead vials, yellow with large 
bubbles and permanent ceramic 
fired lines for fast and dependable 
reading. Each vial is set in a spe- 
cially formulated setting compound 
for permanent accuracy. Clear glass 
windows protect vials from dirt and 
damage. Vial windows held with rub- 
ber retaining rings. Dark red finish. 


Complete product listing; see page 10. 


FRAME CROSS SECTION 


HANDYLEVEL™ LEVELS 
(Professional, A Series) 
Intermediate weight aluminum 
die cast frame, ruled edge, round 
vial sights, open grips. Die cast 
construction. I-beam cross section 
with one piece construction incor- 
porating end caps for stability. Edge 
ruled (1/8"/mm). Tough, soda-lead 
vials, yellow with large bubbles and 
etched lines for fast and depend- 
able reading. Clear glass windows 
protect vials from dirt and damage. 
Black finish. 


Complete product listing; see page 10. 
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FRAME CROSS SECTION 


FRAME CROSS SECTION 


ll 


MASTER PROFESSIONAL" 
MECHANIC’S LEVELS 

Heavy duty die cast aluminum 
frame, pitch screw adjustment. 
Six function mechanic's level. 
Extremely stable cast construction. 
I-beam cross section incorporating 
end caps and heavy vial bosses. 
Working edges precision ground for 
accuracy. Permanently etched rule 
affixed to top reads left to right 
(‘46") on one side and centering 
rule on the other (1/8”). Tough, clear 
Pyrex® vials with large bubbles and 
permanent ceramic fired lines for 
fast and dependable reading. Each 
vial is set in specially formulated 
setting compound for permanent 
accuracy. Clear glass windows held 
in place with rubber retaining rings 
protect vials from dirt and damage. 
Locking grade screw adjustment. 
Graduated top-sight level vial indi- 
cates pitch (1/s”/foot). 


Complete product listing; see page 11. 


GREY IRON BENCH 
LEVELS (Professional) 
Heavy duty cast iron frame, top 
sight level vial. Seasoned, heat- 
treated cast iron frame construction 
for stability. Truss type design for 
added rigidity. Edges precision 
ground for accuracy. V-groove base 
for cylindrical work—plumbing, 
shafts, etc., (V-groove and edges 
machined simultaneously for preci- 
sion alignment). Tough, clear 
Pyrex® vials with large bubbles and 
permanent ceramic fired lines for 
fast and dependable reading. Per- 
manently set vials require no 
adjustment. Top sight level vial of 
30 minute sensitivity (graduated 
0.10"/foot). Black wrinkle finish on 
unmachined surfaces. Meets fed- 
eral specifications GGG-L-211C. 
General purpose level for machin- 
ists, millrights, maintenance men, 
set-up mechanics, carpenters and 
masons. 


Complete product listing; see page 11. 


FRAME CROSS SECTION 


MAGNESIUM FEATHERLITE™ 
LEVELS (Professional, 

FL Series) 

Professional strength magne- 
sium frame, 35% lighter than alu- 
minum, rectangular vial sights, 
360° vials, replaceable vial 
system, open grips. One-piece 
extruded magnesium frame con- 
struction. I-beam cross section with 
flanged edges for increased 
strength. Unaffected by heat or 
cold. Will not warp or shrink. High 
impact plastic end caps for stability 
and protection. Fully reversible vials 
read through a full 360°. Large rec- 
tangular vial sights for maximum 
visibility. Clear plastic windows pro- 
tect vials from dirt and damage. 
Permanently mounted acrylic vials 
require no adjustment. Silver color 
finish. 


Complete product listing; see page 12. 


FRAME CROSS SECTION 


MAGNESIUM/MAGNETIC 
LEVELS (Professional, 

MFL Series) 

Professional strength magne- 
sium frame 35% lighter than alu- 
minum, large working edge 
magnet, rectangular vial sights, 
360° vials, top reading level sight, 
replaceable vial system, open 
grips. One-piece extruded magne- 
sium frame construction. |-beam 
cross section with flanged edges for 
increased strength. Unaffected by 
heat or cold. Will not warp or shrink. 
High impact plastic end caps for 
stability and protection. Fully revers- 
ible vials read through a full 360°. 
Large rectangular vial sights for 
maximum visibility. Clear plastic 
windows protect vials from dirt and 
damage. Permanently mounted 
acrylic vials require no adjustment. 
Optic yellow finish. 


Complete product listing; see page 12. 


FRAME CROSS SECTION 


BLACK & SILVER® LEVELS 
(Professional) 

Super heavy duty aluminum 
frame, rectangular vial sights, 
360° vials, top reading level sight, 
replaceable vial system, open 
grips. One-piece heavy duty 
extruded |-beam construction with 
double-milled working edges for 
absolute accuracy and durability. 
High impact plastic end caps for 
stability and protection. Features 
include: top reading level sight and 
replaceable vial system. Perma- 
nently mounted acrylic vials require 
no adjustment. Fully reversible vials 
read through 360°. Large rectangu- 
lar vial sights for maximum visibility. 
Clear plastic windows protect vials 
from dirt and damage. Non-glare 
black satin finish. 


Complete product listing; see page 13. 


FRAME CROSS SECTION 


 ] 


STA-TRUE™ LEVELS 
(Professional, STE Series) 
Heavy duty aluminum frame, rec- 
tangular vial sights, 360° vials, 
top reading level sight, replace- 
able vial system, open grips. 
One-piece extruded aluminum 
frame. I-beam cross section with 
flanged edges for increased 
strength. High impact plastic end 
caps for stability and protection. 
Fully reversible vials read through a 
full 360°. Large rectangular vial 
sights for maximum visibility. Top 
reading level sight. Clear plastic 
windows protect vials from dirt and 
damage. Permanently mounted 
acrylic vials require no adjustment. 
Black finish. 


Complete product listing; see page 13. 


FRAME CROSS SECTION 


MAGNETIC LEVELS 
(Professional, MST Series) 
Heavy duty extruded aluminum 
frame, large working edge mag- 
net, rectangular vial sights, 360° 
vials, replaceable vial system, 
open grips. One-piece extruded 
aluminum frame construction. 
l-beam cross section with flanged 
edges for strength. Large magnetic 
strip mounted flush with edge for 
increased holding power. Fully 
reversible vials read through full 
360°. Large rectangular vial sights 
for maximum visibility. Clear plastic 
windows protect vials from dirt and 
damage. Permanently mounted 
acrylic vials require no adjustment. 
Safety orange finish. 


Complete product listing; see page 14. 


FRAME CROSS SECTION 


TOP READING MAGNETIC 
PLUMBER’S LEVEL 
(Professional) 

Super heavy duty aluminum 
frame, rectangular vial sights, 
360° yellow “Cat’s Eye” vial 
tubes, top reading level and 
pitch/slope sights, replaceable 
vial system, open grips. One- 
piece heavy duty extruded alumi- 
num frame. I-beam cross section 
with flanged edges for increased 
strength. Large magnetic strip 
recessed into working edge for 
maximum holding power. Boxed 
end caps for stability and protection. 
Features include: top reading level 
and pitch/slope vials and replace- 
able vial system. Permanently 
mounted acrylic vials require no 
adjustment. Fully reversible vials 
read through 360°. Multiple-pitch 
markings show pitch or slope in 
1/a"foot increments. Large rectan- 
gular vial sights for maximum visibil- 
ity. Clear plastic windows protect 
vials from dirt and damage. Safety 
orange finish. 


Complete product listing; see page 14. 


FRAME CROSS SECTION 


TOP READING V-GROOVE 
PLUMBER’S LEVEL 
(Professional) 

Super heavy duty aluminum 
frame, rectangular vial sights, 
360° yellow “Cat’s Eye” vial 
tubes, top reading level and 
pitch/slope sights, replaceable 
vial system, open grips. One- 
piece heavy duty extruded alumi- 
num frame. |-beam cross section 
with flanged edges for increased 
strength. V-grooved working edge 
for accurate readings with plumbing 
and tubular work. Boxed end caps 
for stability and protection. Features 
include: top reading level and pitch/ 
slope vials and replaceable vial sys- 
tem. Permanently mounted acrylic 
vials require no adjustment. Fully 
reversible vials read through 360°. 
Multiple-pitch markings show pitch 
or slope in /s"/foot increments. 
Large rectangular vial sights for 
maximum visibility. Clear plastic 
windows protect vials from dirt and 
damage. Safety orange finish. 


Complete product listing; see page 14. 


FRAME CROSS SECTION 


STA-TRUE™ LEVELS 

(ST Series) 

Medium duty aluminum frame, 
octagonal vial sights, 360° vials, 
open grips. One-piece extruded 
aluminum construction. |-beam 
cross section with flanged edges for 
increased strength. Fully reversible 
vials read through a full 360°. Large 
octagonal vial sights for maximum 
visibility. Permanently mounted 
acrylic vials require no adjustment. 
Aluminum color finish. Both 26075 
and 26105 have ruled edges which 
are ideal for wallcovering. 


Complete product listing; see page 13. 


Wood levels are the traditional favorite among all construction trades. Starrett/Exact is America’s largest manufacturer of wood levels. 
Starrett/Exact offers the broadest, most complete line of professional wood and wood/I-beam frame levels in the industry. 

Made in the U.S.A., every Starrett/Exact wood level is constructed of kiln-dried mahogany: knot-free and cross-sawn for stability, 
strength and rugged durability. 

The Master Professional™ series and Contractor professional™ levels combine the advantages of full metal working edges and alu- 
minum I-beam reinforcement with the added stability of wood. Starrett/Exact brass bound levels are reinforced with full double-angled, 
screwless brass bindings to protect working edges and insure lasting accuracy. 

All Starrett/Exact wood and wood/I-beam levels have high impact, shock absorbing end caps for protection . . . large vial sights for 
maximum visibility ... open grips . . . rubber vial window retaining rings to eliminate putty yellowing and cracking ... and a clear, long 
lasting water-proof finish. These features and exclusive top reading models make Starrett/Exact wood levels the most versatile and 
demanded levels anywhere. 


Wood/I-Beam Construction. 


MASTER PROFESSIONAL™ LEVELS (MP Series) cetaiog cor oma 
Mahogany/aluminum I-beam frame, oversized vial Number Number Description 

tubes, oval vial sights, open grips. MP-24 36004 24” 6 Vials (4 plumb, 2 level), Open grips. 
Selected mahogany, kiln dried and reinforced with a tough alumi- MP-30 36005 30” 6 Vials (4 plumb, 2 level), Open grips 
num I-beam. This original level construction is impervious to MP-36 36006 36” 6 Vials (4 ol b 9 level : 0 ae 
heat, cold, moisture or warping. More resistant to abuse than 4 2s (4 plumb, 2 level), Open shane 
any conventional level. Full-width aluminum edges provide MP-42 36007 42" 6 Vials (4 plumb, 2 level), Open grips. 
greater protection against wear. Shock absorbing end caps pro- MP-48 36008 48” 6 Vials (4 plumb, 2 level), Open grips. 
tect working edges and preserve accuracy. Tough, oversized MP-72 36009 72” 8 Vials (4 plumb, 4 level), Open grips, 
Pyrex® vials with large bubbles and permanent ceramic fired With door jamb roller. 

lines for fast and dependable reading. Each vial is set in a spe- MP-78 36010 78” 8 Vials (4 plumb, 4 level), Open grips 
cially formulated setting com- With door jamb roller. : 


pound for permanent accuracy. 
Clear glass windows protect vials 
from dirt and damage. Vial win- 
dows held with rubber retaining 
rings. Each level is coated with a 
clear durable finish. 


= 


FRAME CROSS SECTION 


DOOR JAMB ROLLER ASSEMBLY 


TOP READING MASTER PROFESSIONAL™ LEVELS (MP Series) MPT-24 
Mahogany/aluminum I-beam frame, oversized yellow 

“Cat’s Eye” vial tubes, oval vial sights, top reading Catalog EDP 

Multi-Pitch™ level vial, open grips. Number Number Description 

Selected mahogany, kiln dried and reinforced with a tough alumi- MPT-24 36011 24”7 Vials (4 plumb, 2 level, 1 top read), Open grips. 

num |-beam. This original level construction is impervious to MPT-48 36012 48” 7 Vials (4 plumb, 2 level, 1 top read), Open grips. 


heat, cold, moisture or warping. More resistant to abuse than 
any conventional level. Full-width aluminum edges provide 
greater protection against wear. Shock absorbing end caps pro- 
tect working edges and preserve accuracy. Tough, oversized 
Pyrex® vials with large bubbles and permanent ceramic fired 
lines for fast and dependable reading. Each vial is set in a spe- 
cially formulated setting compound for permanent accuracy. 
Clear glass windows protect vials 


from dirt and damage. Vial win- 

dows held with vabeer retaining Li 
rings. Top-reading Multi-Pitch™ 

acrylic vial shows pitch and slope 77 

in /e"/foot increments. Each level —_ / 
is coated with a clear durable 


finish. FRAME CROSS SECTION 


TOP READING MULTI-PITCH™ VIAL 


CONTRACTOR/PROFESSIONAL™ LEVELS (CP Series) 


Mahogany/aluminum I-beam frame, rectangular vial 
sights, 360° vials, replaceable vial system, open grips. 
Selected mahogany, kiln dried and reinforced with a tough alumi- 
num |-beam. This original level construction is impervious to 
heat, cold, moisture or warping. More resistant to abuse than 
any conventional level. Full-width aluminum edges provide 
greater protection against wear. Shock-absorbing high impact 
plastic end caps protect working edges and preserve accuracy. 
Fully reversible vials read through a full 360°. Large rectangular 
vial sights for maximum visibility. 


from dit and damage, Perma: Va 


nently mounted acrylic vials ( 


require no adjustment. Each level V// 


is coated with a clear durable 
finish. FRAME CROSS SECTION 


Catalog EDP 
Number Number Description 


CP-24 36019 24” 3 Vials (2 plumb, 1 level), Open grips. 
CP-48 36020 48” 3 Vials (2 plumb, 1 level), Open grips. 


Replacement vial kits, see page 12. 


Wood/Brass Bound Construction. 


BRASS BOUND MAHOGANY LEVELS (Professional, BB Series) 


Full brass bound mahogany frame, oversized vial 
tubes, oval vial sights, open grips. 

Selected mahogany, kiln dried and permanently reinforced with 
double angle brass bindings. Brass edges provide added stabil- 
ity and a rugged surface for increased accuracy. Shock absorb- 
ing end caps protect working edges and preserve accuracy. 
Tough, oversized Pyrex® vials with large bubbles and permanent 
ceramic fired lines for fast and dependable reading. Each vial is 
set in a specially formulated set- 
ting compound for lasting accu- 
racy. Clear glass windows protect 
vials from dirt and damage. Vial 
windows held with rubber retaining 
rings. Each level is coated with a 
clear durable finish. 


| VV 


FRAME CROSS SECTION 


hima” 


TOP READING BRASS BOUND MAHOGANY LEVELS (Professional, BB Series) 


Full brass bound mahogany frame, oversized 

vial tubes, oval vial sights, top reading Multi-Pitch™ 
level vial, open grips. 

Genuine kiln-dried mahogany: knot-free and cross sawn for 
strength. Permanently reinforced with double-angle brass bind- 
ings to provide absolute stability and lasting accuracy. Special 
shock-absorbing end caps insure maximum protection for all 
working edges. Oval double vial sights and clear Pyrex® vials 
with permanently fired ceramic lines. Clear glass windows pro- 
tect vials from dirt and damage. Vial windows held with rubber 
retaining rings. Top reading 
Multi-Pitch™ acrylic vial shows 
pitch and slope in ‘/s”/foot incre- 
ments. All vials are mounted in a 
specially formulated setting com- 
pound for permanent accuracy. 
Each level is coated with a clear 
durable finish. 


FRAME CROSS SECTION 


BB-24 


Catalog EDP 
Number Number Description 


BB-18 36013 18” 4 Vials (2 plumb, 2 level), Open grip. 

BB-24 36014 24”6 Vials (4 plumb, 2 level), Open grips. 
BB-36 36015 36”6 Vials (4 plumb, 2 level), Open grips. 
BB-48 36016 48”6 Vials (4 plumb, 2 level), Open grips. 


Catalog EDP 
Number Number Description 


BBT-24 36017 24” 7 Vials (4 plumb, 2 level, 1 top read), Open grips. 
BBT-48 36018 48” 7 Vials (4 plumb, 2 level, 1 top read), Open grips. 


Die cast means stability and resistance to abuse. The precise and remarkably strong Starrett/Exact die cast levels handle any work- 
load or environment. For builders, contractors and masons, die cast levels are the tools of choice for the most grueling applications. 
Cast from durable aluminum alloy, Starrett/Exact die cast levels are formed with I-beam cross section, boxed ends and one piece 
construction for unbeatable integral strength. Accurate for tasks with the closest tolerances. 
Made in the U.S.A., Starrett/Exact die cast levels are completely immersible and will not warp or vary in accuracy. Each level is 
designed with ruled edges for additional versatility, large round vial sights for maximum visibility, and open grips. 


Die Cast Construction. 


DIE CAST ALUMINUM LEVELS (Professional, EP Series) abel 
Heavy duty aluminum die cast frame, ruled edge, 

round vial sights, open grips. Catalog EDP 

Extremely stable die cast construction. |-beam cross section with Number’ Number Description 

one piece construction incorporating end caps and heavy vial EP-18 36021 18”6 Vials (4 plumb, 2 level), Open grips, Ruled edge. 
bosses. Working edges precision ground for accuracy. Edge ; 

ruled (“/"/mm). Tough, soda-lead vials, yellow with large bubbles  EP-24 36022 24”6 Vials (4 plumb, 2 level), Open grips, Ruled edge. 

and permanent ceramic fired lines for fast and dependable read- EP-28 36023 28" 6 Vials (4 plumb, 2 level), Open grips, Ruled edge. 

ing. Each vial is set in a specially EP-30 36024 30’ 6 Vials (4 plumb, 2 level), Open grips, Ruled edge. 
formulated setting compound for EP-48 36025 48” 8 Vials (4 plumb, 4 level), Open grips, (Plain, no edge rule). 


permanent accuracy. Clear glass 
windows protect vials from dirt and 
damage. Vial windows held with 
rubber retaining rings. Dark red 
finish. 


FRAME CROSS SECTION 


; : A6-24 
HANDYLEVEL™ LEVELS (Professional, A Series) Catalog EDP 

Intermediate weight aluminum die cast frame, ruled Number ‘Number ‘Description 

edge, round vial sights, open grips. A6-24 36029 24” 6 Vials (4 plumb, 2 level), Open grips, Ruled edge. 

Die cast construction. |-beam cross section with one piece A6-28 36030 28”6 Vials (4 plumb, 2 level), Open grips, Ruled edge. 


construction incorporating end 

caps for stability. Edge ruled 

(/8"/mm). Tough, soda-lead vials, 

yellow with large bubbles and 

etched lines for fast and depend- 

able reading. Clear glass windows 

protect vials from dirt and damage. 

Black finish. FRAME CROSS SECTION 


- . : A-18 
HANDYLEVEL™ LEVELS (Professional, A Series) Catalog EDP 
Intermediate weight aluminum die cast frame, ruled UST hulibee Descr puch 
edge, round vial sights, open grips. A-18 36026 18” 4 Vials (2 plumb, 2 level), Open grips, Ruled edge. 
Die cast construction. I-beam cross section with one piece A-24 36027 24” 4 Vials (2 plumb, 2 level), Open grips, Ruled edge. 
construction incorporating end A-28 36028 28” 4 Vials (2 plumb, 2 level), Open grips, Ruled edge. 


caps for stability. Edge ruled 

(/e"/mm). Tough, soda-lead vials, 

yellow with large bubbles and 

etched lines for fast and depend- 

able reading. Clear glass windows 

protect vials from dirt and damage. 

Black finish. FRAME CROSS SECTION 


Heavy Duty Die Cast Levels. 


GREY IRON BENCH LEVELS (Professional) a ae ishes 
Heavy duty cast iron frame, top sight level vial. Number’ Number Description 

Seasoned, heat-treated cast iron frame construction for stability. 131-9 36083 9”3 Vials (2 plumb, 1 level), Grey Iron. 

Truss type design for added rigidity. Edges precision ground for 131-12 36084 12”3 Vials (2 plumb, 1 level), Grey Iron. 


accuracy. V-groove base for cylindrical work—plumbing, shafts, Al 
etc., (eaeors and edges machined simultaneously for preci- 131-18 36085 18" 3 Vials (2 plumb, 1 level), Grey Iron. 
sion alignment). Tough, clear Pyrex® vials with large bubbles 131-24 36086 24”3 Vials (2 plumb, 1 level), Grey Iron. 
and permanent ceramic fired lines for fast and dependable read- 

ing. Permanently set vials require no adjustment. Top sight level 

vial of 30 minute sensitivity (graduated 0.10"/foot). Black wrinkle 

finish on unmachined surfaces. Meets federal specifications GGG- 

L-211C. General purpose level for machinists, millrights, mainte- 

nance men, set-up mechanics, carpenters and masons. 


FRAME CROSS SECTION 


MASTER PROFESSIONAL™ MECHANIC’S LEVELS  cataicg cor sini 
Heavy duty die cast aluminum frame, pitch screw Number: Number, Description 

adjustment. ML-18 36031 18” 4 Vials (2 plumb, 1 level, 45°). 

Six function mechanic's level. Extremely stable cast construc- ML-24 36032 24” 4 Vials (2 plumb, 1 level, 45°). 


tion. Il-beam cross section incorporating end caps and heavy vial 

bosses. Working edges precision ground for accuracy. Perma- 

nently etched rule affixed to top reads left to right (1/16”) on one 

side and centering rule on the other (1/8”). Tough, clear Pyrex® 

vials with large bubbles and permanent ceramic fired lines for 

fast and dependable reading. Each vial is set in specially formu- 

lated setting compound for permanent accuracy. Clear glass 

windows held in place with rubber retaining rings protect vials 

from dirt and damage. Locking grade screw adjustment. Gradu- 

ated top-sight level vial indicates pitch (1/s"/foot). FRAME CROSS SECTION 
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Starrett/Exact offers the widest range of high-performance levels for every application. The comprehensive extruded line provides more 
choice of weights, lengths, materials and options than any manufacturer in the U.S.A. Extruded levels are constructed of either high 
tensile strength aluminum or Featherlite™ magnesium. 

Starrett/Exact extruded levels feature a variety of exclusive designs and options found nowhere else. The exclusive Starrett/Exact 
replaceable vial system keeps down time to a minimum; each kit contains all the parts necessary for quick and simple field repairs. This 
unique system allows craftsmen to easily configure level, plumb and 45° vials to meet individual needs. 

Starrett/Exact magnetic and V-groove plumbers levels team rugged construction with hands-free measurement. The magnesium 
magnetic level is another exclusive, combining the strength of aluminum with lighter weight and a magnetic strip. 

Whatever your task . . . forms, framing, fitting or finish . .. Starrett/Exact has an extruded level to meet the job. 

3 VK92051 36147 Plumb (CP and MST series levels). 


VK92052 36148 Level (CP series levels). 


REPLACEMENT VIAL KITS VK92062 36149 Level (MST series levels). 
Repair kits for Starrett/Exact levels. VK92092 36150 Plumb (MFL, Black & Silver® Plumber's series levels). 


ester ied ~— ba ae geek a give vial VK92093 36151 Level (ML, Black & Silver® Plumber's series levels). 
: 1 Permanently marke acrylic vial tube. 2 Clear 7 
plastic vial windows. 2 Vial sight window frames. Card packaged. Ve eee ee 


Extruded Magnesium Construction. 


Catalog EDP 
Number Number Description 


VK92030 36142 Plumb (FL series levels). 
VK92031 36143 Level (FL series levels). 
aD VK92045 36144 Plumb (STE series levels). 
| VK92046 36145 Level (STE series levels). 
4 VK92047 36146 45° (STE series levels). 


MAGNESIUM FEATHERLITE™ LEVELS (Professional, FL Series) ELsea 


Professional strength magnesium frame, 35% lighter 

than aluminum, rectangular vial sights, 360° vials, Catalog EDP 

replaceable vial system, open grips. ube bubba? escriDuon 

One-piece extruded magnesium frame construction. |-beam FL-24 36033 24” 3 Vials (2 plumb, 1 level), Open grips, 
cross section with flanged edges for increased strength. Unaf- Top reading level sight. 

fected by heat or cold. Will not warp or shrink. High impact plas- FL-48 36034 48” 3 Vials (2 plumb, 1 level), Open grips 
tic end caps for stability and protection. Fully reversible vials Top reading level sight. : 
read through a full 360°. Large FL-72 36035 72"5 Vials (3 plumb, 2 level), Open grips. 


rectangular vial sights for maxi- 


mum visibility. Clear plastic win- FL-78 36036 78”5 Vials (3 plumb, 2 level), Open grips. 
dows protect vials from dirt and FL-96 36037 96” 5 Vials (3 plumb, 2 level), Open grips. 
damage. Permanently mounted FL-120 36038 120’ 5 Vials (3 plumb, 2 level), Open grips. 


acrylic vials require no adjust- 


ment. Silver color finish Replacement vial kits, see above. 


FRAME CROSS SECTION 


MAGNESIUM/MAGNETIC LEVELS (Professional, MFL Series) MFL-24 
Professional strength magnesium frame, 35% lighter 

than aluminum, large working edge magnet, Catalog _ EDP 

rectangular vial sights, 360° vials, top reading level Number’ Number Description 

sight, replaceable vial system, open grips. MFL-24 36039 24” 3 Vials (2 plumb, 1 level), Open grips, Ruled edge. 
One-piece extruded magnesium frame construction. |-beam Top reading level sight. 

cross section with flanged edges for increased strength. Unaf- MFL-48 36040 48” 3 Vials (2 plumb, 1 level), Open grips, Ruled edge. 
fected by heat or cold. Will not warp or shrink. High impact plas- Top reading level sight. 

tic end caps for stability and protection. Fully reversible vials MFL-72 36041 72”5 Vials (3 plumb, 2 level), Open grips. 

read tnrotigh au a Large Top reading level sight. 

rectangular vial sights for maxi- zt " ‘ 

ai Vsbility Guar elastic Wane MFL-78 36153 78”5 Vials (3 plumb, 2 level), Open grips. 

dows protect vials from dirt and Replacement vial kits, see above. 


damage. Permanently mounted 
acrylic vials require no adjust- 


ment. Optic yellow finish. 
FRAME CROSS SECTION 


Extruded Aluminum Construction. 


BLACK & SILVER® LEVELS (Professional) es nes 
Super heavy duty aluminum frame, rectangular vial Number Number’ Daseription 

sights, 360° vials, top reading level sight, replaceable HD-24 36050 24” 3 Vials (2 plumb, 1 level), Open grips, 

vial system, open grips. Top reading level sight. 

One-piece heavy duty extruded I-beam construction with dou- HD-48 36051 48” 3 Vials (2 plumb, 1 level), Open grips, 

ble-milled working edges for absolute accuracy and durability. Top reading level sight. 


High impact plastic end caps for stability and protection. Fea- 
tures include: top reading level sight and replaceable vial sys- 
tem. Permanently mounted acrylic vials require no adjustment. 
Fully reversible vials read through 

360°. Large rectangular vial 

sights for maximum visibility. Clear 

plastic windows protect vials from 

dirt and damage. Non-glare black 

satin finish. 


Replacement vial kits, see page 12. 


FRAME CROSS SECTION 


STA-TRUE™ LEVELS (Professional, STE Series) Catalog EDP slew 
Heavy duty aluminum frame, rectangular vial sights, Number” _ Number Deschnton 
360° vials, top reading level sight, replaceable vial STE-18 36052 18” 2 Vials (1 plumb, 1 level), Open grips, 
system, open grips. Top reading level sight. 
One-piece extruded aluminum frame. I-beam cross section with STE-24 36053 24” 3 Vials (1 plumb, 1 level,1 45°), Open grips, 
flanged edges for increased strength. High impact plastic end Top reading level sight. 
caps for stability and protection. Fully reversible vials read STE-30 36054 30"3 Vials (2 plumb, 1 level), Open grips, 
through a full 360°. Large rectan- Top reading level sight. 
gular vial sights for maximum visi- STE-36 36055 36” 3 Vials (2 plumb, 1 level), Open grips, 
bility. Top reading level sight. Clear Top reading level sight. 
plastic windows protect vials from STE-48 36056 48” 3 Vials (2 plumb, 1 level), Open grips, 
dirt and damage. Permanently Top reading level sight. 
mounted acrylic vials require no STE-72 36057 72”5 Vials (3 plumb, 2 level), Open grips, 
adjustment. Black finish. Top reading level sight. 

FRAME CROSS SECTION STE-78 36058 78”5 Vials (3 plumb, 2 level), Open grips, 


Top reading level sight. 

STE-96 36059 9675 Vials (3 plumb, 2 level), Open grips. 
(Made to order.) 

STE-120 36060 120”5 Vials (3 plumb, 2 level), Open grips. 
(Made to order.) 


Replacement vial kits, see page 12. 


STA-TRUE™ LEVELS (ST Series) Catalog _ EDP 
Medium duty aluminum frame, octagonal vial sights, Number’ Number’ Desorption 
eer 

360 vials, open grips. ST2-18 36042 18” 2 Vials (1 plumb, 1 level), Open grips. 

ible ar cot rapa construction. I-beam cross sec- ST2-24 36043 24” 2 Vials (1 plumb, 1 level), Open grips. 

tion with flanged edges for increased strength. Fully reversible ” F 

vials read through a full 360°. ST3-24 36044 24”3 Vials (2 plumb, ( level), Open grips. 

Large octagonal vial sights for ST3-30 36045 30” 3 Vials (2 plumb, 1 level), Open grips. 
‘ maximum visibility. Permanently ST3-36 36046 36” 3 Vials (2 plumb, 1 level), Open grips. 

mounted acrylic vials require no STR3-36 36047 36” 3 Vials (2 plumb, 1 level), Open grips, 

adjustment. Aluminum color finish. Ruled edge (*46”, 6"). 

Both 26075 and 261 05 have ruled ST3-48 36048 48” 3 Vials (2 plumb, 1 level), Open grips. 


edges which are ideal for “ ; 
wallcovering. ‘FRAME CROSS SECTION STR3-48 36049 48 Palo ea (ihe! Bigs Open grips, 
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MAGNETIC LEVELS (Professional, MST Series) Catalog EDP 


Heavy duty extruded aluminum frame, large working Number iNdmber, Description 

edge magnet, rectangular vial sights, 360° vials, MST-18 36061 18” 2 Vials (1 plumb, 1 level), Open grips. 
replaceable vial system, open grips. ; MST-24 36062 24” 3 Vials (2 plumb, 1 level), Open grips, 
One-piece extruded aluminum frame construction. |-beam cross Top reading level sight. 

section with flanged edges for strength. Large magnetic strip MST-36 36063 36” 3 Vials (2 plumb, 1 level), Open grips 
mounted flush with edge for increased holding power. Fully Doane a sight. oe 
reversible vials read through full ‘ F 
360°. Large rectangular vial sights ashley EM tl Mag ae 
a Gee atiend os MST-72 36065 72”5 Vials (3 plumb, 2 level), Open grips. 
dirt and damage. Permanently MST-78 36066 78” 5 Vials (3 plumb, 2 level), Open grips. 


mounted acrylic vials require no 


“ rie: Replacement vial kits, see page 12. 
adjustment. Safety orange finish. : oe 


FRAME CROSS SECTION 


TOP READING MAGNETIC PLUMBER’S LEVEL (Professional) 
Super heavy duty aluminum frame, rectangular vial 

sights, 360° yellow “Cat’s Eye” vial tubes, top reading Catalog EDP 

level and pitch/slope sights, replaceable vial system, Number’ Number’ Description 


open grips. PL-24 36067 24”3 Vials (1 plumb, 1 level, 1 pitch/slope), Open grips, 
One-piece heavy duty extruded aluminum frame. |-beam Top reading level, pitch/slope sights. 

cross section with flanged edges for increased strength. Large 
magnetic strip recessed into working edge for maximum 
holding power. Boxed end caps for stability and protection. 
Features include: top reading level and pitch/slope vials 

and replaceable vial system. Permanently mounted acrylic 
vials require no adjustment. Fully reversible vials read 

through 360°. Multiple-pitch mark- 

ings show pitch or slope in 1s"/foot 

increments. Large rectangular vial 

sights for maximum visibility. Clear 

plastic windows protect vials from 

dirt and damage. Safety orange 

finish. 


Replacement vial kits, see page 12. 


FRAME CROSS SECTION 


TOP READING V-GROOVE PLUMBER'S LEVEL (Professional) one 
Super heavy duty aluminum frame, rectangular vial 

sights, 360° yellow “Cat’s Eye” vial tubes, top reading Catalog _ EDP 

level and pitch/slope sights, replaceable vial system, ember Numb esc beon 

open grips. PLV-24 36068 24’ 3 Vials (1 plumb, 1 level, 1 pitch/slope), Open grips, 
One-piece heavy duty extruded aluminum frame. I-beam Top reading level, pitch/slope sights. 


cross section with flanged edges for increased strength. 
V-grooved working edge for accurate readings with plumbing 
and tubular work. Boxed end caps for stability and protection. 
Features include: top reading level and pitch/slope vials 

and replaceable vial system. Permanently mounted acrylic 
vials require no adjustment. Fully reversible vials read 
through 360°. Multiple-pitch mark- 

ings show pitch or slope in 1%"/foot 

increments. Large rectangular vial 
sights for maximum visibility. Clear 

plastic windows protect vials from 
a and damage. Safety orange 

inish. 


Replacement vial kits, see page 12. 


FRAME CROSS SECTION 


Torpedo & Line Levels. 


GROOVED BASE TORPEDO LEVEL 

Cast aluminum frame, top sight level vial. 

Stable, one-piece cast aluminum frame. Impervious to heat, 
cold, moisture or warping. Edges precision ground for accuracy. 
\V-grooved base for plumbing and tubular work. Permanently 
marked glass barrel vials indicate plumb, level and 45° mitre. 
Each vial is precision mounted requiring no adjustment. Card 
packaged. 


A-9 36069 9” 3 Vials (1 plumb, 1 level, 1 45°), Top reading vial. 


MAGNETIC BASE TORPEDO LEVEL 
Cast aluminum frame, top sight vial indicates level 
and pitch or slope. 

Stable, one-piece cast aluminum frame. Impervious to heat, 
cold, moisture or warping. Edges precision ground for accuracy. 
Strong magnet set in working edge holds level securely to iron 
and steel surfaces. Permanently marked level glass barrel vial 
indicates pitch (1/8", 1/4”, ¥e"/foot). Also contains plumb vial and 
45° mitre vial. Each vial is precision mounted requiring no adjust- 
ment. Card packaged. 


M-9 36070 9” 3 Vials (1 plumb, 1 level, 1 45°), Top reading vial. 


AP-9 
GROOVED EDGE TORPEDO LEVEL 
Cast aluminum frame, plastic vial mounts, top sight 
level vial. 
Stable, one-piece cast aluminum frame. Fits where conventional 
levels won't. Impervious to heat, cold, moisture or warping. 
Edges precision ground for accuracy. V-grooved top working 
edge for plumbing and tubular work. Flat base. Permanently 
marked acrylic vials indicate plumb, level and 45° mitre. Top 
sight level feature. Vials require no adjustment. Card packaged. 


AP-9 36072 9” 3 Vials (1 plumb, 1 level, 1 45°), Top reading vial. 
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AM-9 
MAGNETIC BASE TORPEDO LEVEL 
Cast aluminum frame, plastic vial mounts, top sight 
level vial. 
Stable, one-piece cast aluminum frame. Fits where conventional 
levels won't. Impervious to heat, cold, moisture or warping. 
Edges precision ground for accuracy. Strong magnetic base 
holds level securely to iron and steel surfaces. V-grooved top 
working edge for plumbing and tubular work. Permanently 
marked vials indicate plumb, level and 45° mitre. Top sight level 
feature. Vials require no adjustment. Card packaged. 


AM-9 36071 9” 3 Vials (1 plumb, 1 level, 1 45°), Top reading. 


PL-9 


GROOVED EDGE TORPEDO LEVEL 

Plastic frame, top sight level vial. 

Stable, lightweight plastic frame. Fits where conventional levels 
won't. Impervious to heat, cold, moisture or warping. Edges 
precision molded for accuracy. V-grooved top working edge for 
plumbing and tubular work. Flat base. Permanently marked 
acrylic vials indicate plumb, level and 45° mitre. Top sight level 
feature. Vials require no adjustment. Card packaged. 


PL-9 36073 9” 3 Vials (1 plumb, 1 level, 1 45°), Top reading vial. 


PLM-9 


MAGNETIC BASE TORPEDO LEVEL 

Plastic frame, top sight level vial. 

Stable, lightweight plastic frame. Fits where conventional levels 
won't. Impervious to heat, cold, moisture or warping. Edges pre- 
cision molded for accuracy. Strong magnetic base holds level 
securely to iron and steel surfaces. V-grooved top working edge 
for plumbing and tubular work. Permanently marked vials indi- 
cate plumb, level and 45° mitre. Top sight level feature. Vials 
require no adjustment. Card packaged. 


PLM-9 36074 9” 3 Vials (1 plumb, 1 level, 1 45°), Top reading. 


SURFACE LEVEL 
Aluminum frame, pocket clip. 


Durable aluminum construction. Lightweight. Pocket clip for shirt 
or shop coat. Flat base for accurate surface leveling. Large vial 
sight. Permanently marked level vial for fast dependable read- 
ings. Card packaged. 


E-2 36075 3” 1 Level vial, w/pocket clip. 
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PE-2 
LINE/SURFACE LEVEL 
Plastic frame, pocket clip, line hooks. 
Rugged plastic construction. Lightweight, prevents line sag. 
Sure-grip line hooks hold line and allow level to slide freely. 
Pocket clip for shirt or shop coat. V-grooved base for surface 
leveling and tubular work. Large top and bottom vial sights. 
Permanently marked level vial for fast dependable readings. 
Card packaged. 


PE-2 36076 3” 1 Level vial, w/line hooks and pocket clip. 
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LINE/SURFACE LEVEL 
Aluminum frame, line hooks. 
Durable aluminum construction. Lightweight, prevents line sag. 
Sure-grip line hooks hold line and allow level to slide freely. Flat 
base for accurate surface leveling. Large vial sight. Permanently 
marked for fast dependable readings. Card packaged. 


E-3 36077 3” 1 Level vial, w/line hooks. 


E-3 


Miscellaneous Levels 
& Accessories. 


BE-1 
BULL’S EYE CIRCULAR LEVEL 
Plastic frame, 360° vial. 


All purpose, 360° vial reads in all directions. Sturdy plastic con- 
struction. Large sight for ease of reading. Ideal for home, work- 
shop and industry. Level appliances, turntables, and machine 
tools. Carry in your pocket. Card packaged. 


BE-1 36078 194” Diameter. 


CL-1 


UTILITY CROSS LEVEL 
Plastic frame, 360° vials. 
All purpose, 360° vials read in all directions. Sturdy plastic con- 
struction. Large vial sights for fast dependable readings. Ideal for 
home, workshop and industry. Level mobile homes, appliances, 
turntables and machine tools. Carry in your pocket. Card 
packaged. 


CL-1 36081 2 Vials. 


AM-1 


AM-2 
ANGLE METER 
Magnetic base. 
Measure any angle in 5° increments. Sturdy high impact plastic 
construction. Large scale for fast accurate readings from 0° to 90° 
in any quadrant. 360° Level vial transfers any angle. Magnetic 
base attaches to metal square for layout work. Card packaged. 


AM-1 36079 31/4” x 312” Magnetic base. 


ANGLE METER 

Magnetic base and back. 

Measure any angle for pitch or slope. Sturdy high impact plastic 
construction. Large scale for fast accurate readings from 0° to 90° 
in any quadrant. Movable marker for repeating and transferring 
angles. Pitch angle calculator finds RISE, RUN, ANGLE, Pitch on 
12” or RAFTER LUMBER LENGTHS. Magnetic base and back. 
Attach to metal square for layout work. Card packaged. 


AM-2 36080 5” x 5” Magnetic base and back. 


LEVEL CASE 

Heavy duty vinyl construction. 

Designed to fit most 48” levels. Heavy duty leather grain vinyl. 
Rugged stitched construction. End opening with large plated snap 
fastener for security. Rivet-reinforced stitched handle for durability 


OO 


WATER LEVEL KIT | 
Plastic construction, for use with garden hose. | 
Level long distances (over obstacles and around corners). For 


use with standard garden hose. Replaces transits and surveying 

equipment. Based on the physical principle that water seeks its 

own level. Use to layout foundations, fencing, decks, ceilings and 

establish level or grade anywhere across any distance. Use inside | 
or outdoors. Fits easily into tool box. Instructions included. Card 

packaged. 


WL-1 36082 5 pc. Water level kit winstructions. 


PLUMB BOB KITS 
Plated steel construction. 


Each kit contains a plumb bob and slack adjuster. Rugged nickel- 
plated steel construction for durability. One-piece hexagonal design 
(no cap to lose) will not roll. “Easy-thread” feature for fast string 
insertion. Slack adjuster allows quick changes in string length. 


PB-4 36111 4 0z+ 
PB-6 36112 6 0z+ 
PB-8 36113 8 0z.+ 


PB-12 36114 12 oz. 
PB-16 36115 16 oz. 


+Card packaged. 


, LR-2 
LEVEL & GUN RACK 
Window mount. 
Installs in most types of vehicles without alterations. Use to carry 
and transport levels. Heavy duty steel and plastic frame construc- 
tion. Cushioned yokes protect levels. Plated hardware resists rust. 
Fully adjustable to fit all pickup trucks, RV’s, vans and most other 
vehicles. Mount between window moldings. Install and remove 
easily without tools. Also use to carry guns and fishing equipment. 
Card packaged. 


LR-2 36087 2-pc. Window mount rack. 


LC-48 
and ease of carrying. Protects levels from impact and damage in 
transport. Shields level vials and wood surfaces from harmful 
ultra-violet rays and heat of direct sunlight. 


LC-48 36088 48” Vinyl carrying case. 
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ALUMINUM STRAIGHT EDGE RULES 
English measure. 
Flexible, anodized aluminum construction. Parallel and accurate, 
(edges are smooth, square and straight). 2” Wide. Lies flat. Resists 
bending. Large, easy to read numbers. English calibrations read 
1g" from one edge, 1/16” from other. 
Catalog EDP 
Number Number Description 
ASE-18 36089 18” .081” Thick. 
ASE-24 36090 24” .081” Thick. 
ASE-36 36091 36” .081” Thick. 
ASE-48 36092 48” 125” Thick. 
ASE-60 36093 60” 125” Thick. 
ASE-72 36094 72” 125” Thick. 
ASE-96 36095 96” 125” Thick. 


FLAT ALUMINUM STRAIGHT EDGE RULES 
Metric scale. 
Flexible, anodized aluminum construction. Parallel and accurate, 
(edges are smooth, square and straight). 5.08 Centimeters wide. 
Lies flat. Resists bending. Large, easy to read numbers. Metric 
calibrations read from either edge. 
Catalog EDP 
Number Number Description 
AMSE-300 36096 300mm .081"(2.057mm) Thick. 
AMSE-500 36097 500mm .081”(2.057mm) Thick. 
AMSE-1000 36098 1000mm .125’(3.175mm) Thick. 
AMSE-1500 36099 1500mm .125"(3.175mm) Thick. 
AMSE-2000 36100 2000mm .125’(3.175mm) Thick. 


ALUMINUM RULES/YARDSTICKS 
English measure. 
Flexible, anodized aluminum construction. Parallel and accurate, 
(edges are smooth, square and straight). 11/e” Wide. Lies flat. 
Resists bending. Large, easy to read numbers. English calibra- 
tions read 1/8" from one edge, 1/16” from other. 
Catalog EDP 
Number Number Description 
AR-12 36101 12” .075” Thick. 
AR-18 36102 18” .075” Thick. 
AR-24 36103 24” 075” Thick. 
AR2-36 36104 36” .075” Thick, (Ruled 2 sides). 
AR-36 36105 36” .075” Thick. 


METER STICKS 
Metric/English measure. 
Flexible, anodized aluminum construction. Parallel and accurate, 
(edges are smooth, square and straight). 2.86 Centimeters wide. 
Lies flat. Resists bending. Large, easy to read numbers. Side 
one: English, 1/” graduations/Metric, 1mm. Side two (No. 36410) 
Metric, 1mm graduations/with metric conversion table. 

Catalog EDP 

Number Number Description 

MS-1 36106 39.37” .075” Thick, Ruled 1 side. 

MS-2 36107 39.37” .075” Thick, Ruled 2 sides. 


ALUMINUM AGATE-PICA RULES 

Printer’s scale. 

Flexible, anodized aluminum construction. Parallel and accurate, 
(edges are smooth, square and straight). 11/2” Wide. Lies flat. 
Resists bending. Large, easy to read numbers. Accurate print- 
er’s scale ruled: agate, 8 pt., 10 pt. and English calibrations. 


Catalog EDP 
Number Number Description 


AP-12 36108 12” Long. 
AP-18 36109 18” Long. 
AP-24 36110 24” Long. 
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ATS-1 
ADJUSTABLE T-SQUARE 
Drywall/layout square. 
Extruded aluminum construction 1/4” thick. Head adjusts to any 
angle and locks in position at 90°. 2” x 48” Blade, 2” x 22” Offset 
head. Large easy to read numbers. Designed for drywall cutting 
and layout, plywood, sheet metal work and general use. (Blade 
is same width as standard outlet box.) 


Catalog EDP 
Number Number Description 


ATS-1 36122 Heavy Duty, Adjustable. 
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ALUMINUM GIANT SQUARES oo 
Drywall/layout squares. 
s Flexible, anodized aluminum construction. Standard: 1/8” thick. 
Heavy duty 9/16” thick. 2” x 48” Blade, 11/2” x 22" Offset head 

attached with four rivets for permanent accuracy. Large easy to 
read numbers. Designed for drywall cutting and layout, plywood, 
sheet metal work and general use. (Blade is same width as stan- 
dard outlet box.) 

Catalog EDP 

Number Number Description 
5 DS-1 36116 Metric, Unassembled (2/box). 
| DS-2 36117 Metric, Heavy Duty, Unassembled (2/box). 
DS-3 36118 English, Heavy Duty, Unassembled (2/box). 
DS-4 36119 English, Assembled (2/box). 
DS-5 36120 English, Assembled (10/box). 
DS-6 36121 English, Heavy Duty, Assembled (2/box). 
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ALUMINUM T-SQUARES 
English measure. 
Flexible, anodized alloy construction. Parallel and accurate, 
(edges are smooth, square and straight). 2” Wide blade. Lies 
flat. Resists bending. Large easy to read numbers. English cali- 
brations read 1/8" from one edge, 1/16” from other. Excellent for 
drafting, layout work and general purpose use. 

Catalog EDP 

Number Number Description 

T-12 36132 12” .081” Thick. 

T-18 36133 18” .081” Thick. 

T-24 36134 24” 081” Thick. 

T-30 36135 30” 081” Thick. 

T-36 36136 36” .081” Thick. 

T-42 36137 42” .081” Thick. 

T-48 36138 48” 081” Thick. 


. ADJUSTABLE TRY SQUARE 

Plated steel construction, 360° level vial. 

10-in-1 Tool: square, protractor, level, saw guide, T-square, sight 

plumb, straight edge, rule, layout jig and pitch finder. Rugged 
eis) eae aa eae 2 plated steel construction resists rust. Engraved scale for lasting 
AEE Heeeciipsicn sah Voce! te: accuracy. Built in level 360° vial. Use for general layout work. 

ee Duplicate and transfer angles. Check beveled edges. Scribe par- 

TSA-13 allel lines. Square and level work. Mark centers. Adjusts quickly 


ae a to perform the uses of many tools. Compact, fits in a tool pouch 
Sci a ; or tool box. Card packaged. 
ie Catalog EDP 
# Number Number Description 
TSA-13 36124 13” Blade, level vial. 


HIP-VAL 
30 24 1815 1210 8765432 1 


Tl 
x OP CUTS 


| COMMON —> 

9 3024 1815 1210 8765 43 2 1 

EG.80 75 70 65 60 55 50 45 40 35 30 25 20 15 
ZZ Wy 


LZ £7 {7 {] f SN 
TRIANGULAR RAFTER SQUARE TRS-7 
One-piece, cast aluminum construction. 

Rugged die cast aluminum construction. Milled edges for accu- 
racy. Engraved scales. Use to layout all necessary rafter cuts. Use 
as a try, miter and framing square or as a protractor. One number 
finds every cut on the entire roof. Angles can also be layed out in 
degrees, 0-180°. Instruction manual included. Card packaged. 


Catalog EDP 
Number Number Description 


TRS-7 36139 7” x 10” winstructions. 
TRS-12 36140 12” x 17” winstructions. 


SB-8 
SLIDING T-BEVEL 

Steel blade, plastic handle. 

Rugged plastic handle with molded finger grips. Sliding steel blade 
with parallel sides. Adjusts quickly to any angle with wing nut. Use 
for general layout work. Duplicate and transfer angles. Check 
beveled edges. Card packaged. 
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Number Number Description 


SB-8 36141 8” Blade. 
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TRY SQUARE (Professional) 

Steel blade, brass bound mahogany handle. 

Selected mahogany handle, kiln dried and permanently reinforced 
with a brass binding. Brass working edge provides added stability 
and a rugged work surface for increased accuracy. Routed finger 
grooves. 6” Steel blade with engraved scale for dependable read- 
ings. Blade ruled both sides: English, /e” graduations/Metric, 
1mm. Use for general layout work. Boxed. 


Catalog EDP 
Number Number Description 


TS-6 36123 6” Blade, brass bound handle. . 


CARPENTER SQUARE a 
Steel, printed scale. 


One-piece tempered steel construction for accuracy. 12” x 11/2” 
Blade. 8” x 1” Tongue with hang hole. Face graduated 1/8" and 
142". Back ruled in 1%” and 1/16”. Black enamel finish with white 
printed scale. Instructions included. Packed in poly sleeve. 
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Number Number Description 


CSP-12 36125 12” Steel, printed scale. 
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CARPENTER SQUARE 
Steel, engraved scale. 
One-piece tempered steel construction for accuracy. 12” x 11/2” 
Blade. 8” x 1” Tongue with hang hole. Face graduated 1/8" and 
46". Back ruled in 1/8” and 1/16”. Natural non-glare finish with 
engraved scale. Instructions included. Packed in poly sleeve. 
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Number Number Description 


CSG-12 36126 12” Steel, engraved scale. 
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CARPENTER SQUARE (Professional) 
Steel, engraved scale. 

One-piece tempered steel construction for accuracy. 12” x 11/2” 
Blade. 8” x 1” Tongue with hang hole. Face and back graduated 
1g". Natural non-glare finish with heavy clear coating to resist cor- 
rosion. Use for general layout work and to check construction for 
squareness. 


Catalog EDP 
Number Number Description 


CSPRO-12 36127 12” Steel, engraved scale. 
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RAFTER SQUARE 

Steel, printed scale. 

One-piece tempered steel construction for accuracy. 24” x 2" Blade/face graduated 1/8” 
and 1/16”, back ruled 1/12” and 1/16”. 16” x 11/2” Tongue with hang hole/face graduated ‘/e” 
and 1/16”, back ruled 1/10” and 1/12”. Black enamel finish with white printed scale. Fea- 
tures: Brace measure, Octagon scale and Board measure. Use for general layout work 
and to check construction for squareness. Instruction manual included. Packed in sleeve. 


Catalog EDP 
Number Number Description 


RS-24 36128 24” Steel, printed scale. 


RAFTER SQUARE (Professional) 

Steel, engraved scale. 

One-piece tempered steel construction for accuracy. 24” x 2” Blade/face graduated ‘/s” 
and 1/16”, back ruled 1/12” and 1/16”. 16” x 11/2” Tongue with hang hole/face graduated ‘/e” 
and 1/16”, back rule 1/10” and 1/12”. Black non-glare finish with engraved scale in yellow 
for easy reading. Features: Brace measure, Octagon scale, Board measure and Hun- 
dredths scale. Use for general layout work and to check construction for squareness. 
Instruction manual included. Packed in sleeve. 


EDP 
Number Description 


Catalog 
Number 


RSS-24 36130 24” Steel, engraved scale. 


RAFTER SQUARE (Professional) 

Aluminum, stamped scale. 

One-piece aluminum construction for lightweight and accuracy. 24” x 2” Blade/face grad- 
uated 1/8” and 1/16”, back ruled 1/12” and 1/16”. 16” x 11/2” Tongue with hang hole/face grad- 
uated 1/e” and 1/16”, back ruled 1/10” and 1/12”. Features: Brace measure, Octagon scale, 
Board measure and Hundredths scale. Use for general layout work and to check con- 
struction for squareness. Instruction manual included. Packed in sleeve. 
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Number Description 


Number 


RSA-24 36131 24” Aluminum, stamped scale. 
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FRAMING SQUARE (Professional) 

Steel, engraved scale. 

One-piece tempered steel construction for accuracy. 24” x 2” Blade. 16” x 1/2" Tongue 
with hang hole. Face and back graduated ‘/e”. Natural non-glare finish with heavy clear 
coating to resist corrosion. Use for general layout work and to check construction for 
squareness. Packed in sleeve. 


Catalog EDP 
Number Number Description 


FS-24 36129 24” Steel, engraved scale. 
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Masonry & Grouting Floats. 


MASONRY FLOAT 
Hardwood base. sare 


Seasoned solid hardwood base construction. Base measures 5” FH-5 
X 12”, 94" thick. Rugged polypropylene handle for comfortable 
grip. Use for general masonry and cement finishing. 


Catalog EDP 
Number Number Description 


FH-5 36001 5” x 12”, 34” Base, hardwood. 


MASONRY FLOAT 
Redwood base. 
Seasoned genuine California redwood base construction. Base FR-5 
measures 5” x 12”, 3/4” thick. Long-lasting redwood resists water 

damage to reduce warping and cracking. Rugged polypropylene 
for comfortable grip. Use for general masonry and cement 

inishing. 


Catalog EDP 
Number Number Description 


FR-5 36002 5”x 12”, 94” Base, redwood. 


MASONRY/GROUTING FLOATS 
Sponge rubber base. Tae Ar: 
High quality sponge rubber base, formulated for maximum wear FSP-4 
resistance. Tempered aluminum back provides proper rigidity. 

Rugged polypropylene handle for comfortable grip. Use for gen- 

eral masonry, cement finishing and grouting work. 


Catalog EDP 
Number Number Description 


FS-4 36000 4” x 9%", 12” Base, sponge rubber (fine). 
FSP-4 36003 4” x 9%”, 1” Base, sponge rubber (coarse). 
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Catalog 
Number 


LEVELS 


Mahogany/Aluminum MP-24 
MP-30 
MP-36 
MP-42 
MP-48 
MP-72 
MP-78 
MPT-24 
MPT-48 
CP-24 
CP-48 


Brass Bound Mahogany BB-18 
BB-24 
BB-36 
BB-48 
BBT-24 
BBT-48 


Die Cast Aluminum EP-18 


Extruded Magnesium FL-24 
Fi 


FL-96 

FL-120 
Magnesium/Magnetic MFL-24 
MFL-48 
MFL-72 
MFL-78 


Extruded Aluminum ST2-18 
ST2-24 
ST3-24 
ST3-30 
ST3-36 
STR3-36 
ST3-48 
STR3-48 
HD-24 
HD-48 
STE-18 
STE-24 
STE-30 
STE-36 
STE-48 
STE-72 
STE-78 
STE-96 
STE-120 


Magnetic Aluminum MST-18 
MST-24 
MST-36 
MST-48 
MST-72 
MST-78 


Plumber’s PL-24 
PLV-24 


Torpedo A-9 
M-9 
AM-9 
AP-9 
PL-9 
PLM-9 


EDP Previous 


Number Exact No. 


oe ————————————— 


36004 23000 
36005 23010 
36006 23020 
36007 23030 
36008 23040 
36009 23050 
36010 23060 
36011 23009 
36012 23049 
36019 23500 
36020 23510 


36013 23200 
36014 23210 
36015 23220 
36016 23240 
36017 23219 
36018 23249 


36021 24000 
36022 24010 
36023 24020 
36024 24030 
36025 24040 
36026 24100 
36027 24110 
36028 24120 
36029 24200 
36030 24210 
36031 24500 
36032 24570 


36033 25020 
36034 25070 
36035 25090 
36036 25700 
36037 25120 
36038 25730 


36039 25200 
36040 25240 
36041 25250 
36153 25620 


36042 26010 
36043 26020 
36044 26040 
36045 26060 
36046 26070 
36047 26075 
36048 26700 
36049 26705 
36050 26750 
36051 26770 
36052 26200 
36053 26210 
36054 26230 
36055 26240 
36056 26260 
36057 26270 
36058 26280 
36059 26290 
36060 26295 


36061 26300 
36062 26310 
36063 26315 
36064 26320 
36065 26330 
36066 26335 


36067 26313 
36068 26410 


36069 27000 
36070 27010 
36071 27020 
36072 27050 
36073 27030 
36074 27040 


Line/Surface E-2 
PE-2 
E-3 
BE-1 
CL-1 
WL-1 
Bench 131-9 
131-12 
131-18 
131-24 


36075 28000 
36076 28020 
36077 28030 
36078 28700 
36081 28220 
36082 28230 


36083 29700 
36084 29770 
36085 29720 
36086 29730 


Description : Page 


24" Master Professional™ Mahogany/Aluminum Level.............0:seee eee eee 8 
30” Master Professional™ Mahogany/Aluminum Level...........-.0++.eeeee eens 8 
36” Master Professional™ Mahogany/Aluminum Level. ............00cc0eeeeeeeee 8 
42" Master Professional™ Mahogany/Aluminum Level...........-..00seeeeee eee 8 
48” Master Professional™ Mahogany/Aluminum Level.............2.0000eeee rues 8 
72” Master Professional™ Mahogany/Aluminum Level w/Roller..........---.++++++ 8 
78" Master Professional™ Mahogany/Aluminum Level w/Roller..............+0+005 8 
24” Master Professional™ Mahogany/Aluminum Level, Top Reading ..............- 8 
48” Master Professional™ Mahogany/Aluminum Level, Top Reading ..............- 8 
24” Contractor/Professional™ Mahogany/Aluminum Level...............eeeeeeeee 9 
48” Contractor/Professional™ Mahogany/Aluminum Level......................-- 9 
18” Brass Bound Mahogany: Level. se iieeibale cc cee he celecieegliee ne cise 9 
24” Brass Bound Mahogany Level .......... 20sec eect cert eee e ene ena 9 
36” Brass Bound Mahogany Level ...... 6... ccc eect cece rete eee teen eens 9 
48” Brass Bound Mahogany Level ............ 0. eee ee eee ee eee ete eee te nes 9 
24” Brass Bound Mahogany Level, Top Reading. .............e see eee eee eee ee 9 
48” Brass Bound Mahogany Level, Top Reading................. eee eee e eee 9 
16! Die Gast Aleinintim evel srrsrati sists vwrearainlc ote ennteana thre 9) ke cpr arasmet elie grate pestle 10 
DA Die Cast AlIMINUIM LOVOl os dct sion cre wietiee eenutelety tiny acereerrreealehela epee are faieata 10 
28" Die' Cast Aluminum Level ia csi cic ele eata eweerceins por new eral etetece eral cloere sii sity 10 
30 Dia Gast Alumni try EVO sx aca iis asses ita See crate teeta al lip lava arene aot wr lee ag moe 10 
48" Dia Cast: Algerian Vel egies cass Sele eitcateie eaarese are ei esgre ecora toner wiats wrecalele teins, etsy 10 
18” Handylevel™ Die Cast Aluminum Level (4 Vial) ........ 6.0: e cece eee eee eee 10 
24” Handylevel™ Die Cast Aluminum Level (4 Vial) ........ 02.0 cece cece eee eee 10 
28” Handylevel™ Die Cast Aluminum Level (4 Vial) ..........- 60s cece eee ee eee 10 
24" Handylevel™ Die Cast Aluminum Level (6 Vial) ......... 0.0 eee e eee eee eee 10 
28” Handylevel™ Die Cast Aluminum Level (6 Vial) ........ 02-6. e cece rere eee ee 10 
18” Master Professional™ Die Cast Aluminum Mechanic's Level...............+55 11 
24” Master Professional™ Die Cast Aluminum Mechanic's Level.................. 11 

24” Extruded Magnesium Featherlite™ Level... ...... 6. cece ence eee eee ees 12 

48” Extruded Magnesium Featherlite™ Level......... 2... e eee eee eee eee ees 12 

72” Extruded Magnesium Featherlite™ Level. ........ 6.0 e cece eee eee ees 12 

78” Extruded Magnesium Featherlite™ Level. .... 2.6... 60 e cece eee eee ees 12 

96” Extruded Magnesium Featherlite™ Level... .. 0.0... e cece ence eee eee 12 
420” Extruded Magnesium Featherlite™ Level... 0... 20... e eee eee 12 
24" Extruded Magnesium/Magnetic Level ........... 6c cece eee eee eee eee es 12 
48” Extruded Magnesium/Magnetic Level ...... 2.6... cece cece teeter eee ee 12 
72" Extruded Magnesium/Magnetic Level ........ 6.0... eee eee tenet eee ees 12 
78” Extruded Magnesium/Magnetic Level ....... 0... ee 12 


18” Extruded Sta-True™ Extruded Aluminum Level, Medium Duty ............... 13 
24” Extruded Sta-True™ Extruded Aluminum Level, Medium Duty ............... 13 
24” Extruded Sta-True™ Extruded Aluminum Level, Medium Duty ............... 13 
30” Extruded Sta-True™ Extruded Aluminum Level, Medium Duty ............... 13 
36” Extruded Sta-True™ Extruded Aluminum Level, Medium Duty ............... 13 
36” Extruded Sta-True™ Extruded Aluminum Level, Medium Duty ............... 13 
48” Extruded Sta-True™ Extruded Aluminum Level, Medium Duty ..............- 13 
48” Extruded Sta-True™ Extruded Aluminum Level, Medium Duty ............... 13 
24” Extruded Black & Silver® Extruded Aluminum Level, Super Heavy Duty ....... 13 
48” Extruded Black & Silver® Extruded Aluminum Level, Super Heavy Duty ....... 13 
48” Extruded Sta-True™ Extruded Aluminum Level, Heavy Duty...............-. 13 
24” Extruded Sta-True™ Extruded Aluminum Level, Heavy Duty................. 13 
30” Extruded Sta-True™ Extruded Aluminum Level, Heavy Duty................. 13 
36” Extruded Sta-True™ Extruded Aluminum Level, Heavy Duly................. 13 
48” Extruded Sta-True™ Extruded Aluminum Level, Heavy Duty................. 13 
72” Extruded Sta-True™ Extruded Aluminum Level, Heavy Duty................. 13 
78" Extruded Sta-True™ Extruded Aluminum Level, Heavy Duty................. 13 
96” Extruded Sta-True™ Extruded Aluminum Level, Heavy Duty..............-.. 13 
420” Extruded Sta-True™ Extruded Aluminum Level, Heavy Duty................. 13 
18” Magnetic Extruded Aluminum Level, Heavy Duty..........-.-...see serene es 14 
24” Magnetic Extruded Aluminum Level, Heavy Duty...........-.-..es scene eee 14 
36” Magnetic Extruded Aluminum Level, Heavy Duty..............se eee e seen eee 14 
48” Magnetic Extruded Aluminum Level, Heavy Duty..............2.2s essere eee 14 
72" Magnetic Extruded Aluminum Level, Heavy Duty.............0ee eee e eee ee 14 
78" Magnetic Extruded Aluminum Level, Heavy Duty........................00. 14 
24" Magnetic Extruded Aluminum Plumber's Level, Super Heavy Duty ............ 14 
24” V-Groove Extruded Aluminum Plumber's Level, Super Heavy Duty............ 14 
9” Grooved Base Torpedo Level (Cast Aluminum) ...........0.s eee e eee eee eee 15 
9” Magnetic Base Torpedo Level (Cast Aluminum.......... 0.5.0.5 eee e ee eee ees 15 
9” Magnetic Base Torpedo Level (Cast Aluminum) ......... 0... e cece eee eee eee 15 
9” Grooved Edge Torpedo Level (Cast Aluminum) ............6:6c eee eee eee ee 15 
9" Grooved Edge Torpedo Level (Plastic)............0.e cece eee eee eee eee eee 15 
9” Magnetic Base Torpedo Level (Plastic) .......... 2... eee ee 15 
3" Surface Level (Aluminum) fsa) 8 osc 0a Mace bis ea ate ower thee «tine Sint ae 15 
3" Line/Surface Level (Plastic) csi. sb eseiiccam sea oe einem en tiene ee seen es 15 
3” Line/Surface Level: Aluminum) ices seca a Ba Sao op acter olatad wig ateea Lat aioj ean be , siesen 15 
Bull's Eye Circular Levels seni. cceitia to viselg dow suet eel aiaiarais scp 'ncajasaeielg's snips sg abs 16 
WHY: Gross LSVel 5/25 Ue Tisselaccle wre'accynials eh nome inte soni rele estecer insaizet era 16 
Water Lowell Kitesyecat it Sie cutee tl celine crn) tsln lute cupe ol aual ureliscazi ire heen les we absent sane eae 16 
0" Grey: Won Bench Level is... Sige We cisireietelars wae sivteca ate pesmatere al sleeidn Sra rracnnyate 11 
12" Grey Iron’ Berich Level... ).00!05 nis i cir ccheesage ciate niet tletnce wipaaibanisresvislnisisstocts 6) tris 11 
18" Grey lromBench' Levels... Ane ae tantetgapiete ee atstetedsengelt’ cate! s-aeln esoteric te elas 11 
DAN Grey, lor BSMCH VON sien cdo le see acta ev al wee le rae ote ao eRe c nS 11 


Catalog EDP Previous 


Number Number Exact No. Description Page 

Angle Meters AM-1 36079 28200 31/4" Angle Meter, Magnetic Base ..... 6.1... ieee eee eee eee eee enn eee eens 16 
AM-2 36080 28270 5” Angle Meter, Magnetic Base, Magnetic Back. ......... 0.0... e ee eee eee 16 

Replacement Vial Kits VK92030 36142 192000: (Replacernent Vial Fit os. sisesteraractta, 30°. 0.5 wagerncaraiie x can Dre's. arwatindiakaabalina eva ale ndumenate 12 
VK92031 36143 92037 ‘Replacement Vial Kit «5 issn cecsccememminc cee ven snemewimanen ss aes 6 oR 12 
VK92045 30144. 92045. Replacement Vial Kit i325 ssesnimess ass 32 coummedees ds seoumuiamea s ba tess emsets 12 
VK92046 36145: 92046 Replacement Vial Kit: .<cssessias coess ew nmnniae ce nass ee baweins opeses Fan ot 12 
VK92047 36146 92047 (Replacoinent Vial Ail... 5 scicccccacvces ccsacncame rants s daawaine na a STE EAA 12 
VK92051 EAT = Fe RADIA CONTION TWIG PRI 5 x co aiscansiciarecmala.cin'aiiib a paaesmaananses i wie'ailahe ihiaadusustey HEE «0° alFomumepens 12 
VK92052 6148 92052 Renidcomont Vial Kit 2... cisancctacrecs 6 < chaidnnsciduars oes Ve Sinema 28 eve Sod 12 
VK92062 S6149: 92062 Replacement Vidi Kit 3 ssinssccns caves Gwinreows nosed Se Ronmemmses cess MENON 12 
VK92092 BG150 92002 (Replacement Viel Kits. 0. cnsscmaccce sy re asmanE ere ea meme Cag ees 8 SUES 12 
VK92093 36151 92093 LE scrilii Vial Kit cc ss sancioncen o62296s chmealsthe ns oe emmMEgET Faas Re oRERR 12 
VK92094 Sethe 92094 iRevlacoment VialKits ciccsscnmpacnscss ceca sets.04 conemmeens aaa 12 

Rack & Case LR-2 BGUGT i290c0 EGVEGCOUN TECK, 5 ic'vis saswhuwrs oi 8s bs acumen doce 5 daneninasindaes ie sa OS 16 
LC-48 96088 29520 40" Lovel Casein isis sc cismnmicacrs eiuwetmde as pede wR TLE Es OR meee 16 

RULES 

Aluminum ASE-18 36089 36000 18” Aluminum Straight Edge Rule (English) 
ASE-24 36090 36070 24” Aluminum Straight Edge Rule (English) 
ASE-36 36091 36020 36” Aluminum Straight Edge Rule (English) 
ASE-48 36092 09035 48” Aluminum Straight Edge Rule (English) 
ASE-60 36093 36040 60” Aluminum Straight Edge Rule (English) 
ASE-72 36094 36050 72” Aluminum Straight Edge Rule (English) 
ASE-96 36095 36060 96” Aluminum Straight Edge Rule (English) 
AMSE-300 36096 36720 300mm Flat Aluminum Straight Edge Rule (Metric)........... 0.0 c eee ee eee eee 17 
AMSE-500 36097 36730 500mm Flat Aluminum Straight Edge Rule (Metric).......... 0.00 eee eee eens 17 
AMSE-1000 36098 36740 1000mm Flat Aluminum Straight Edge Rule (Metric) .......... ccc eee eee eee ee 17 
AMSE-1500 36099 36750 1500mm Flat Aluminum Straight Edge Rule (Metric) ............. cece eee eee eee 17 
AMSE-2000 36100 36760 2000mm Flat Aluminum Straight Edge Rule (Metric) ............ cece eee eee eee 17 
AR-12 S610) 26200. 12" Aluminum Rule(English) sainied soc vous eee nens ces 5p punememe cnc res genni 17 
AR-18 $6102 36270. 18” AluminuMiRUIE(ENGIISN) .iiscaiies os 0% os suena os soa sommes o Dee ee am mRIEEE 17 
AR-24 36108 -36220 24" Aluminum: RUS(ENGISM) siicsswerhessasenmeme cs S344 wmonined nessa x6 tie 17 
AR2-36 36104 36230 36” Aluminum Yardstick, Ruled 2-Sides (English) ............ cece cece eee eee eee ard 
AR-36 S6105. 45635 SE” ANIMINUIT Yardstick (ENGIISI) aici cis onic cmnouacaeies see a 9: duiateiavene ane 0.04 4.0 winonde 17 
MS-1 S6106 36400 “S91S7" Meter SUCK (ENGUSIIIMGINC) sie cv. 02 0 crmxsconevirni esis nia ae nvarenineat os 8 caw i waite 17 
MS-2 36107 36410 39.37” Meter Stick, Ruled 2-Sides (English/Metric) ........... ccc eee eee eee eee 17 
AP-12 36108 36500 12° AluminumAgate-Picd Rul siicicics 5.5555 soeeminde Regen ee Ge Cees ep ey SERRE Wg 
AP-18 86108) .36510:° 18" Aluminum:Agate-Pica Rule siccs ccocscscaammms cneriss tamer vet ise mae 17 
AP-24 96110) (96520. 24” AluminumAgate-Pica RUIG....5066s.0cs eamcrenns Kies ET AOR se Teo 17 

PLUMB BOBS 

Plumb Bob Kits PB-4 S611) 26700) 4OZ PIOMD BODIE «6:05 4.55 aressrsinans oi9'5:9:6 4 aunacoutsle ha FO * eOTM EL ADT OF G ERE 16 
PB-6 DOL e) SSGL1O 2 COZar TD SOD IIE 5: pie & x vercueuesnrinic) sn AS ¥ whskoesn elie Sinin 91a asaetnandeaes dm oan @ alae warns 16 
PB-8 BOTS COLLO, ckO OZ ITI OE IIL 58.0 ys acspenenaninmera ean etwyrerenia Ssrd a kw Ghidamuaterth d 5 ered Ae dns 16 
PB-12 $6114, 86730 1Z0Z,/PIUMD BOD Kitna isis a-siersianece 56 05:4 wi wiscacerearain 89% 4s arowersnece dae 4 HN 16 
PB-16 36115. 66740. 1602: Plumb BOD. ic525 ssc ences teaersunn steeds Saba AL RET AN 16 

SQUARES 

Giant Squares DS-1 36116 09027 Aluminum Giant Square (Metric)......... 6... cece eee eet eee ene 18 
DS-2 36117 09028 Aluminum Giant Square, Heavy Duty (Metric). ........... 6... eee eee 18 
DS-3 36118 09030 Aluminum Giant Square, Heavy Duty (English)............ cece cee eee eee eens 18 
DS-4 36119 09032 Aluminum Giant Square (English)........... 0. cece cee ee eee ee eee eee eee 18 
DS-5 36120 09033 Aluminum Giant Square (english) Dpatieskd tan saeasnscnvouskaitn dea tipi pastemeraNthyent ol oer edt hn 18 


ALUMINUM Giant Square: (ERGUSIY es crsiesisss: ss8 oe arspesscesantin sca a10 9 narewheeeardt Au wank ne 


Try Squares/T-Bevel TS-6 EES ATOR Oe MEY, OCU rae oles 5: sasise jruclccndeten ver ae one Suaisasnopmisunhnt Swit Buskesetquanmapn emi xe somaeaae oe 19 
TSA-13 EPA SLOG) eo UST IOI SHILA $a sm spores ss snr scala (8 sv enna inno stint yensegliniah ol ea Bl note td 18 
SB-8 SEI41. 37220. BESIGING T=BOVON ais: acess. eracevenava oes pe. 6 a oreroaterson aus ravi uae NeNeNRCat EL Bae a AY 19 
Carpenter’s/Rafter CSP-12 36125 37050 12" Steel Carpenter Square (Printed)... ...... cc cece eee e renee rene ene ene eneee 19 
CSG-12 36126 37060 12” Steel Carpenter Square (Engraved)............. cece eee ees 19 
CSPRO-12 36127 37062 12” Steel Carpenter Square, Professional (Engraved) ............cc cece e eee eee 19 
RS-24 36128 37055 24” Steel Rafter Square (Printed) .......... cc cce cect cece cent eee eect eeeeenes 20 
FS-24 36129 37063 24” Steel Sir had Square, Professional (Engraved)............0scce eee e eee nae 20 
RSS-24 36130 37065 24” Steel Rafter Square, Professional (Engraved)...........0ccce eee e ee eee eens 20 
RSA-24 36131 37070 24” Aluminum Rafter Square, Professional (Engraved) .............ecee eee eee 20 
TRS-7 SOISS, .SFLLO) 7 ANANOUIar RAMON SQURIO I. ie eieeiareiccias eine ae Cia concrsvevahiuies sara « # @ionendilantaianens 6-08 Sein 19 


TRS-12 S6190). G7210 12” INANOUIAR Falter SQUEIO Ws asresatover df suave as co uusharscscearakdle arato8 aueraioneioeenelanate 0 wae 19 


T-Squares T-12 Glas! OLOO: 12 AMM MNUNT TOUEIO  . « 5 i an sccotsutsaneyes nse 5 xs mitaleunnavauaiievni tualie exalt mionsrinuinsnyarss one @ a9 ae 18 
T-18 SS) GNA. A ACMI MUNTA PEORIA re 0s rsvcteeapanerer es vo-4 scar ueretodexoseilafng jrye. M0 tava guvepm Punaneth oPha Wn ea 18 
T-24 BOISE | 1G7120 2A SAIUMINUMN TSQUANC 5 <0. sw werecsunais cre 0-2 3 waters hase ae a rareenaie wae sl Sa abe 18 
T-30 26185 37130 (SO AlUMINUM TFSQUEIO: << 5s cmsewsss caheawemmnare czas eamamamesestiedse 18 
T-36 Soleo 07140. SS AluUmINUM I-SQUaIO’ « .25cuneanees sons stammmmcentes sete mpmMMIbeN Tate 445 18 
T-42 S6137 (37750 42° Aluminum) I-Square:.... 53 ss ccemescctecs senemaiads cise scan seer isas6 18 
T-48 LO) G7 LOO GS AIPM P2 ORIEL 5,5 9 se eririesoiehoys/id.0) a gis Sicimiage deb R ES » aS amidase dvd aie ate 18 

Adj Di 

FLOATS 

Masonry/Grouting FS-4 36000 718200 Masonry/Grouting Float, Sponge Rubber. ........... 0.0 cece cece eee eee eee 21 
FH-5 SE00T) “78300  Masoniy Float: Harwood 51s 6 Sisrcsecenaiss scsi ose ord sshatcormtenecat drains erdsale ta opesehenayones 6/5.acny in 21 
FR-5 ae002 J8310 ‘Masonry Float: Rodwood; « << 5 v cismmasa cena ti peminiann esas s sunt iee eyed 21 


FSP-4 36003 718340 Masonry/Grouting Float, Sponge Rubber.............. 0 cece eee eee eee eee 21 
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